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THREE VALVE
MANIFOLD

MODEL
C6.02

MODEL CODING & ORDERING INFORMATION

Descri ption CODE C6.02 M1 DC PT  12BF 14BF 14NF  X17
Model
Three Valve Manifold C6.02 C6.02       
Type         
Type 1 M1  M1      
Type 2 M2        
Type 3 M3        
Type 4 M4        
Type 5 M5        
Body Material         
SS 304 S4        
SS 316 S6        
SS 316L SL        
SS 316/316L Dual Certified DC   DC     
Monel 400 M4        
Hast C-276 HC        
Carbon steel CS        
Inconel 625 I5
Inconel 825 I2        
Packing         
PTFE PT    PT    
Graphite GR        
Instrument Connection         
¼” BSP (F) 14BF        
¼” NPT (F) 14NF        
½” BSP (F) 12BF     12BF   
½” NPT (F) 12NF        
M20 × 1.5 mm (F) M20F        
DIN 19213 Form B1 DIN1        
DIN 19213 Form B2 DIN2        
DIN 19213 Form B3 DIN3        
Process Connection         
¼” BSP (M) 14BM        
¼” NPT (M) 14NM        
½” BSP (M) 12BM        
½” NPT (M) 12NM        
M20 × 1.5 (M) M20M        
¼” BSP (F) 14BF      14BF  
¼” NPT (F) 14NF        
½” BSP (F) 12BF        
½” NPT (F) 12NF        
M20 × 1.5 (F) M20F        
Vent Port         
¼” NPT (F) 14NF       14NF 
½” NPT (F) 12NF        
Other Options 
Mounting Bracket XMB         
Material Test Certificate X17         X17
Tested to NACE Standard  X20        
Certification for Oxygen service X21        
Customized Marking X51
Hydro test certificate X53        

SAMPLE ORDERING CODE: 

C6.02-M1.DC.PT.12BF.14BF.14NF.X17
Note: Specifications and dimensions given in this product catalogue represents the state of engineering at the time of printing. Modifications may take place and material 
specified may be replaced by others without prior notice.

Page 5 / 5


